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STAINLESS STEEL PULLING ELBOWS

Features:
 ꞏ Manufactured in type 316 stainless steel to meet any 

stringent sanitary condition
 ꞏ Polished with standard “brite” finish to increase corrosion 

resistance and aesthetic appearance
 ꞏ Cover, gasket and screw set included
 ꞏ Smooth inner surface allows for trouble  

free installation
 ꞏ No package quantity required

Certifications and Compliances: 
 ꞏ UL/cUL 514B Listed
 ꞏ UL File # E308159
 ꞏ Intended to be installed in accordance with  

ANSI/NFPA 70, National Electrical Code (NEC)
 ꞏ NSF/ANSI 169 Certified

Materials:
 ꞏ Body: 316SS
 ꞏ Gasket: Neoprene
 ꞏ Cover and Screws: 316SS 

Applications:
Calbrite stainless steel pulling elbows are designed to  
connect threaded conduit or fittings to form 90° turns  
in conduit running to electrical fittings, junction boxes  
or enclosures.

Part
Number

Trade Size
(in)

Overall Length
(in)

Overall Height
(in)

C
Hub Length

(in)

Weight per each
(lb)

S60700P900 3/4 2.870 1.600 0.800 0.31

S61000P900 1 3.780 2.020 1.160 0.63

 All dimensions are for informational purposes only *Tolerances +/- 5%
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